
 55mmmm  HH iigghh  II nnffrr aarr eedd  LL EE DD  

OSIR5113A 
 

  
 

 
Featur es 

 Outline Dimension  

 HighRadiant 

 5mm Standard Directivity 

 Superior Weather-resistance 

 Suitable for Pulsed Application  

 Green Transparent Type  

 

Applicatio ns 
 Automatic Control System 

 Photo Detector 

 Computer I/O Peripheral 

  
  

 

Absolute Maximum Rating                 (Ta=25℃) Dir ectivity  

Item Symbol Value Unit

DC Forward Current IF 25 mA 

Pulse Forward Current* IFP 100 mA 

Reverse Voltage VR 5 V 

Power Dissipation PD 150 mW

Operating Temperature Topr -40 ~ +95 ℃ 

Storage Temperature Tstg -40 ~ +100 ℃ 

Lead Soldering Temperature Tsol 260℃/5sec - 

*Pulse width Max.10ms  Duty ratio max 1/10 

 

Electrica l -Optical Charac teristics        (T a=25℃)  Intensity Grade 

        

Item Symbol Condition Min. Typ. Max. Unit Rank Code Range(mW/so) 

DC Forward Voltage VF IF=20mA - 1.25 1.8 V A 8.0-11.2 

DC Reverse Current IR VR=5V - - 10 µA B 11.2-15.6 

Peak. Wavelength p IF=20mA - 940 - nm C 15.6-22.0 

Radiation Power PR IF=20mA - 22 - mW/sr -  

50% Power Angle 2 1/2 IF=20mA - 15 - deg -  
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